CLASSIC COLLECTION

Classic Collection benches offer a variety of cast designs

that enable you to create the classical impact you envision.

The unparalleled strength of our ductile-iron castings
provides the quality and durability you expect from
Victor Stanley. Castings carry our 10-year warranty

against breakage.
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CBF-138. Optional intermediate armrest.



#138 casting

#158 backless casting

C-138 BENCH
C-158 BACKLESS BENCH

4,6 0r 8t (1.2, 1.8 or 2.4 m) length.

Surface mount.

oPTIONS: Wood slats. 2nd Site Systems® recycled
plastic slats for 4 and 6 ft (1.2 and 1.8 m) lengths.

Intermediate armrests (bolt-on).

CBF-138 BENCH
4 or 6 ft (1.2 or 1.8 m) length. Horizontal steel

slats. Surface mount.

CR-138 BENCH
CR-158 BACKLESS BENCH

4 or 6 ft (1.2 or 1.8 m) length. Steel scrolls.

Surface mount.

OPTION: Intermediate armrests (bolt-on).

CS-138 BENCH
CS-158 BACKLESS BENCH
4 or 6 ft (1.2 or 1.8 m) length. Horizontal steel

rods. Surface mount.

CS-138. Nagashima, Japan.
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CBF-10

C-9 and C-77. Wood slats.* C-7. 2nd Site Systems” slats.

C-10. Wood slats.*
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C-9 TABLE

4,6 0r8ft (1.2, 1.8 or 2.4 m) length. Nominal
2 x4 (38 x 89 mm) slats. Surface mount.

OPTIONS: Wood slats. 2nd Site Systems® recycled
plastic slats for 4 and 6 ft (1.2 and 1.8 m) lengths.

Gameboard.

C-10 BENCH
C-7 BACKLESS BENCH
C-5 BACKLESS BENCH

4,6 or 8 ft (1.2, 1.8 or 2.4 m) length. Nominal
2 x 3 (38 x 63 mm) slats. Surface mount.

OPTIONS: Wood slats. 2nd Site Systems® recycled
plastic slats for 4 and 6 ft (1.2 and 1.8 m) lengths.

Intermediate armrests (bolt-on).

CR-10 BENCH
4,6 0r 8 ft (1.2, 1.8 or 2.4 m) length. Vertical steel

scrolls. Surface mount.

OPTION: Intermediate armrests (bolt-on).

CR-7 BACKLESS BENCH
CR-5 BACKLESS BENCH

Steel scroll seating available (not shown).

CBF-10 BENCH

4,6 or 8t (1.2, 1.8 or 2.4 m) length. Horizontal
steel slats. Surface mount.

OPTION: Intermediate armrests.

CS-10 BENCH

Steel rod seating available (not shown).

Made with corrosion-resistant hardware, our Classic wood
benches have slats that are a full 1-1/2 in (38 mm) thick.

*Natural wood colors will vary. Weathering may occur on site

which will alter the color of the wood over time.



CR-10. Salt Lake City, Utah, USA.

#5 casting #7 casting #10 casting

Beautiful traditional patterns preserve and enhance

historic and contemporary sites alike.
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CR-196. Optional intermediate armrest. Portsmouth, Virginia, USA.

CR-196 BENCH
CR-296 BACKLESS BENCH

4,6 0r 8t (1.2, 1.8 or 2.4 m) length. Steel scrolls. Surface mount.

OPTION: Intermediate armrests.

C-196 BENCH
#196 casting C-296 BACKLESS BENCH

Wood or 2nd Site Systems® recycled plastic slats available (not shown).

CBF-196 BENCH

Horizontal steel slats available (not shown).

CS-196 BENCH
CS-296 BACKLESS BENCH

Horizontal steel rod seating available (not shown).

#296 casting
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#96 casting

#298 backless casting

C-96 BENCH
4,6 or 8t (1.2, 1.8 or 2.4 m) length. Surface

mount.

OPTIONS: Wood slats. Recycled plastic slats for
4 and 6 ft (1.2 and 1.8 m) lengths. Intermediate
armrests (bolt-on).

C-298 BACKLESS BENCH
4,6 or 8t (1.2, 1.8 or 2.4 m) length. Surface

mount.

OPTIONS: Wood slats. Recycled plastic slats for
4 and 6 ft (1.2 and 1.8 m) lengths.

CR-96 BENCH
4,6 0r 8 ft (1.2, 1.8 or 2.4 m) length. Steel scrolls.

Surface mount.

OPTION: Intermediate armrests.

CR-298 BACKLESS BENCH
4,6 0r 81t (1.2, 1.8 or 2.4 m) length. Steel scrolls.

Surface mount.

#96 Casting also available with horizontal steel rod and

horizontal steel slats.

C-96. 2nd Site Systems” slats.
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C-140 BENCH

C-144 BACKLESS BENCH

4,6 0r 8t (1.2, 1.8 or 2.4 m) length.

Surface mount.

OPTIONS: Wood slats. 2nd Site Systems® recycled
plastic slats for 4 and 6 ft (1.2 and 1.8 m) lengths.

Intermediate armrests (bolt-on).

CR-140 BENCH
CR-144 BACKLESS BENCH

4 or 6 ft (1.2 or 1.8 m) length. Steel scrolls.
Surface mount.

OPTION: Intermediate armrests (bolt-on).

CS-140 BENCH #14.0 casting
CS-144 BACKLESS BENCH

Horizontal steel rod seating available
(not shown).
CBF-140 BENCH

Horizontal steel slats available

(not shown).

*Natural wood colors will vary. Weathering may occur on site #144 casting

CR-140. Milwaukee, Wisconsin, USA.
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